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Yaesu FTA-250L (AA002N001)
Yaesu FTA-250L
The new FTA-250L is an ultra-compact (W52 x H105 x D30mm) and competitively priced COMM ONLY transceiver. 
 
The new FTA-250L includes all basic features and functions which many operators need for the airband AM communication

Features: 
	5 Watts TX Output Power (Air Band: AM 5W P.E.P., 1.5W carrier)
	Compact Design, Measuring W2.1" x H4.1" x D1.2" (52 x 105 x 30 mm)
	Loud Audio (700 mW)
	8.33 kHz Narrow Band Compatible
	Noise-Cancelling Function for both Transmit and Receive Audio
	250 Memory Channels
	Includes High-Capacity Rechargeable Li-ion Battery Pack (7.4 V 1950 mAh)
	External-DC input for Operation and Charging
	AF Pitch Control
	Flip Flop Last Channel Recall
	Dual Watch
	Back-lit Keypad and Display with Dimmer
	PC Programmable (Requires Optional USB Cable: SCU-37)


Supplied Accessories: 
	Antenna Belt Clip (SHB-18)
	Li-ion Battery Pack (SBR-25LI 7.4V, 1950 mAh)
	Charger Cradle (SBH-22)
	Cigarette Lighter DC/DC Converter (SDD-12)
	Headset Adapter Cable (SCU-15)
	Operating Manual Warranty Card AC Adapter (SAD-20)


Owner's Manual:
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Yaesu FTA-450L (AA001N025)
Yaesu FTA-450L
The new FTA-450L is a competitively price COMM ONLY version transceiver, sharing the same core feature set and the compatible accessories as the FTA-550.

The new FTA-450L provides 5W TX power output power and has a Large Full-Dot Matrix Display featuring the Easy-to-Operate icon driven menu system. The loud 800mW internal audio speaker guarantees the call will not be missed. 8.33kHz narrow band compatible, and with a programmable 200 channels up to 15 alphanumeric characters, all favourite channels can be easily stored and retrieved with just a few button presses. Valued packaged with all the necessary accessories, including 220VAC and 12VDC chargers, headset adapter, Alkaline battery tray, Belt Clip, USB programming cable, and a large capacity 1800mAh Li-Ion rechargeable battery

Features

Easy to Operate Menu System 
 The FTA-450 comes configured with an easy to operate icon driven menu system. The displays and menu settings are logically configured for a more intuitive user interface.

Huge Dot Matrix Display (160 x 160 dots) 
 The FTA-450 features a huge 1.7" x 1.7" full dot matrix LCD display with full backlight and dimmer. The high resolution display makes it easier to view all the great features the FTA-450 has to offer.

200 Memory channels with up to 15 Alphanumeric characters 
 The FTA-450 can store up to 200 Memory channels for quick and easy retrieval. With the capability of using up to 15 Alphanumeric characters per name the FTA-450 allows for a better channel description.

Owner's Manual:
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Yaesu FTA-550AA (AA001N016)
Yaesu FTA-550E Airband VHF Handheld Transceiver with ILS and VOR Navigation (with AA Battery Tray)
The FTA-550 Pro-X Airband transceiver incorporate an advanced user interface featuring a dot matrix display ensuing intuitive operation and optimized performance. The FTA-550E is fully compliant with current CAA regulations regarding the use of 8.33kHz channels spacing for transmit and receive.
Key Features:
	5 watt TX output power ( Air band AM 5W PEP typical 1.5W carrier)
	Large 1.7" x 1.7" ( 43.2mm x 43,2mm) Dot matrix display ( 160 x 160 dots)
	ILS navigation display
	VOR Navigation capability
	200 memory channel with 15 alphanumeric characters per memory
	Back-Lit keypad and display with dimmer control
	Water protection - IPX5 rating
	Loud Audio (800mw)
	includes Alkaline Battery Tray ( 6 x AA).

Specifications:
	GENERAL	
	Frequency Range	TX: 118.000 MHz to 136.975 MHz
		RX: 108.000 MHz to 136.975Mhz (NAV and COM Band)
	Channel Spacing	25kHz and 8.33kHz
	Emission Type	TX: AM
		RX: AM
	Supply Voltage	6.0 to 9.5v DC
	Current Consumption (approx)	300μA Power OFF
		70mA Battery Saver ON. Sver Ratio 50%
		80mA Squelch ON
		300mA Receiver
		0.9A Transmit ( 1.5W carrier)
	Temperature Range	-10°C to +60°C (14°F to 140°F )
	Antennae Connector	BNC
	Case Size (WxHxD0	2.4" x 5.2" x 1.3" (62 x 133 x 34mm) with SBR-12U
	Weight	410gm (14.5oz) with SBR-12U and Antenna
		
	RECEIVER	
	Circuit Type	Double Conversion Superhet
	IF	47.25MHz and 450KHz
	Sensitivity	Better than 0.8μV (for 6dB S/N with 1KHz 30% Modulation)
	Selectivity	Better than 8kHz/-6dB
	Adjacent Channel Selectivity	Less than 25kHz/-60dB
	AF Output (internal Speaker)	0.8W @ 16ohms 10% THD
		
	TRANSMITTER	
	Power Output	5.0W (PEP) @ 1.5W carrier Power)
	Frequency Stability	Better than ±1ppm(-10°C to +60°C)
	Modulation System	Low level Amplitude Modulation
	Spurious Emissions	> 70dB below Carrier
	Internal Microphone Type	Condenser
	External Microphone Type	150Ω

Package:
	FTA-550 Radio body
	Dry Cell battery pack
	Cigarette Lighter DC/DC charging cable
	Antennae
	Belt Clip
	Headset Adaptor Cable
	USB cable for programming memories
	User Manual

Owner's Manual:
Operating Manual for the FTA550/FTA750
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Yaesu FTA-550L (AA001N018)
FTA-550E Airband VHF Handheld Transceiver with ILS and VOR Navig (with Lithium Ion Battery)
The FTA-550 Pro-X Airband transceiver incorporate an advanced user interface featuring a dot matrix display ensuing intuitive operation and optimized performance. The FTA-550E is fully compliant with current CAA regulations regarding the use of 8.33kHz channels spacing for transmit and receive.
Key Features:
	5 watt TX output power ( Air band AM 5W PEP typical 1.5W carrier)
	Large 1.7" x 1.7" ( 43.2mm x 43,2mm) Dot matrix display ( 160 x 160 dots)
	ILS navigation display
	VOR Navigation capability
	200 memory channel with 15 alphanumeric characters per memory
	Back-Lit keypad and display with dimmer control
	Water protection - IPX5 rating
	Loud Audio (800mw)
	includes high capacity Rechargeable Li-ion Battery pack ( 7.4v 1800mAh).
	includes Alkaline Battery Tray ( 6 x AA).

Specifications:
	GENERAL	
	Frequency Range	TX: 118.000 MHz to 136.975 MHz
		RX: 108.000 MHz to 136.975Mhz (NAV and COM Band)
	Channel Spacing	25kHz and 8.33kHz
	Emission Type	TX: AM
		RX: AM
	Supply Voltage	6.0 to 9.5v DC
	Current Consumption (approx)	300μA Power OFF
		70mA Battery Saver ON. Sver Ratio 50%
		80mA Squelch ON
		300mA Receiver
		0.9A Transmit ( 1.5W carrier)
	Temperature Range	-10°C to +60°C (14°F to 140°F )
	Antennae Connector	BNC
	Case Size (WxHxD0	2.4" x 5.2" x 1.3" (62 x 133 x 34mm) with SBR-12U
	Weight	410gm (14.5oz) with SBR-12U and Antenna
		
	RECEIVER	
	Circuit Type	Double Conversion Superhet
	IF	47.25MHz and 450KHz
	Sensitivity	Better than 0.8μV (for 6dB S/N with 1KHz 30% Modulation)
	Selectivity	Better than 8kHz/-6dB
	Adjacent Channel Selectivity	Less than 25kHz/-60dB
	AF Output (internal Speaker)	0.8W @ 16ohms 10% THD
		
	TRANSMITTER	
	Power Output	5.0W (PEP) @ 1.5W carrier Power)
	Frequency Stability	Better than ±1ppm(-10°C to +60°C)
	Modulation System	Low level Amplitude Modulation
	Spurious Emissions	> 70dB below Carrier
	Internal Microphone Type	Condenser
	External Microphone Type	150Ω

Package:
	FTA-550 Radio body
	Li-ion battery pack
	Charger Cradle with AC Power supply
	Cigarette Lighter DC/DC charging cable
	Antennae
	Belt Clip
	Headset Adaptor Cable
	Alkaline Battery Tray
	USB cable for programming memories
	User Manual


Owner's Manual:
Operating Manual for the FTA550/FTA750
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Yaesu FTA-750L (AA001N024)
FTA-750E Airband VHF Handheld Transceiver with Integral GPS, ILS (Localizer and Glide Slope) and VOR Navigation (with Lithium Ion Battery)

The FTA-750 Spirit Airband transceiver incorporate an advanced user interface featuring a dot matrix display ensuing intuitive operation and optimized performance. The FTA-750E is fully compliant with current CAA regulations regarding the use of 8.33kHz channels spacing for transmit and receive.

Key Features:

	5 watt TX output power ( Air band AM 5W PEP typical 1.5W carrier)
	Large 1.7" x 1.7" ( 43.2mm x 43,2mm) Dot matrix display ( 160 x 160 dots)
	ILS navigation display
	VOR Navigation display
	Integrated 66 channel WAAS GPS receiver
	Waypoint navigation and GPS waypoint logging ¹
	200 memory channel with 15 aplhanumberic characters per memory
	Back-Lit keypad and display with dimmer control
	Water protection - IPX5 rating
	Loud Audio (800mw)
	includes high capacity Rechargeable Li-ion Battery pack ( 7.4v 1800mAh).
	inlcudes Alkaline Battery Tray ( 6 x AA).


¹ YCE01PC Programming software (available online) is required to view GPS logging data.

Specifications:

	GENERAL	
	Frequency Range	TX: 118.000 MHz to 136.975 MHz
		RX: 108.000 MHz to 136.975Mhz (NAV and COM Band)
	Channel Spacing	25kHz and 8.33kHz
	Emission Type	TX: AM
		RX: AM
	Supply Voltage	6.0 to 9.5v DC
	Current Consumption (approx)	300μA Power OFF
		70mA Battery Saver ON. Sver Ratio 50%
		80mA Squelch ON
		300mA Receiver
		0.9A Transmit ( 1.5W carrier)
	Temperature Range	-10°C to +60°C (14°F to 140°F )
	Antennae Connector	BNC
	Case Size (WxHxD)	2.4" x 5.2" x 1.3" (62 x 133 x 34mm) with SBR-12U
	Weight	410gm (14.5oz) with SBR-12U and Antenna
		
	RECEIVER	
	Circuit Type	Double Conversion Superhet
	IF	47.25MHz and 450KHz
	Sensitivity	Better than 0.8μV (for 6dB S/N with 1KHz 30% Modulation)
	Selectivity	Better than 8kHz/-6dB
	Adjacent Channel Selectivity	Less than 25kHz/-60dB
	AF Output (internal Speaker)	0.8W @ 16ohms 10% THD
		
	TRANSMITTER	
	Power Output	5.0W (PEP) @ 1.5W carrier Power)
	Frequency Stability	Better than ±1ppm(-10°C to +60°C)
	Modulation System	Low level Amplitude Modulation
	Spurious Emissions	> 70dB below Carrier
	Internal Microphone Type	Condenser
	External Microphone Type	150Ω
		
	GPS UNIT	
	Receiver Channels	66
	Sensitivity	better than -147dBm
	Time to First Fix	1 Minute typical (@ Cold Start)
		5 Seconds typical ( @ Hot Start)
	Geodetic Datum	WGS84
	Specifications are subject to change without notice or obligation



Package:

	FTA-750 Radio body
	SBR-12Li Li-ion battery pack
	SBH-11 Charger Cradle with SAD-11C AC Power supply
	SDD-12 Cigarette Lighter DC/DC charging cable
	SRA-13A Antenna
	SHB-11 Belt Clip
	SCU-15 Headset Adaptor Cable
	SBT-12 Alkaline Battery Tray
	T9101606 USB cable for programming memories
	User Manual



Owner's Manual:
Operating Manual for the FTA750/FTA550
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Yaesu FTA-850L (AA003N001)
FTA-850E Color Screen Aviation Radio with GPS and Bluetooth
Introducing the Yaesu FTA-850L portable airband transceiver, precisely engineered to meet the requirements of top aviators. Boasting top tier features like a 2.4" full-color TFT display, enhanced navigtion features using ILS, VOR, or GPS, and a 400 channel memory bank. Forget the wires, featuring a Built-in bluetooth module allowing operation with a commercially available bluetooth headset, or use with Yaesu's optional SSM-BT10 headset.

Built around an ultra-durable polycarbonate housing, the FTA-850L meets the IPX-5 water proof rating, and the stringent MIL-STD-810H standards.

Packaged with:
	a high capacity 2200mAh Lithium-Ion battery,
	Headset adapter,
	100-240VAC charger,
	12VDC charger/Power cable,
	drop in charging cradle,
	backup Alkaline battery tray,
	heavy duty belt clip,
	User manual

All backed by an industry leading 3 year waterproof warranty.

Key Features:
	Oversized 2.4" TFT Color Display (240 x 320 pixel)
	Dual Frequency Display
	Wireless Bluetooth operation
	ILS Navigation Display (localizer and Glide Slope)
	VOR Navigation Display
	Integrated 66 Channel WAAS GPS Receiver
	Waypoint Navigation
	8.33 kHz Narrow Band Compatible
	400 Memory Channels with 14 Character Alphanumeric Tags
	Water Protection - IPX5 Rating
	Rugged Construction: Certified to MIL-STD-810H
	Loud Audio Output
	PC Programmable (USB Cable Included)



ILS Navigation (Localizer and Glide Slope)
When the FTA-850L receives an ILS signal, the display will automatically switch to the NAV band screen which shows a CDI (Course Deviation Indicator) based on the received localizer signal or the glide slope signal. Course and height deviation are clearly presented on the color CDI display, and aid with the landing approach under bad weather conditions. 

VOR Navigation
When the FTA-850L receives a VOR signal, the display automatically switches to the NAV band screen and shows the CDI. The top of the compass rose always indicates the direction set as the OBS. The SOG (Speed Over Ground) is displayed only when the FTA-850L internal GPS unit is activated and a fix is acquired. 

Flight-Route Display and Navigation
The Flight Route Navigation feature clearly presents the traveling route, listing the waypoints from the departure point to the final destination, including the current position where Navigation is being performed. Route, Location and travel status can be assessed at a glance. Navigation is also displayed on an easy-to-read color compass screen. 

Dual Frequency Display
DD (Dual Frequency Display) screen presents two frequencies separately on the top and bottom of the screen. The most recently tuned information (Comm Frequency, Memory group and Weather channel) are always set into the active channel automatically. the target mode and channel can easily be switched between different modes using the DD screen, without going through the MENU.

Owner's Manual:
Operating Manual for the FTA850
[image: ]
Programming Software:
 FTA-850L YCE46 PC Programming Software (V1.0.0.0)
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Yaesu SCU-15 Headset Adaptor Cable (SCU-42)
Yaesu SCU-15
The Yaesu SCU-15 Headset Adaptor Cable is compatible with: FTA-250L, FTA-450L, FTA-550 AA, FTA-550L and FTA-750L models. 
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Company

   Company Data:
Trgovina in storitve, Jak Jaki s.p.
Stara cesta 20, SI-4202 Naklo, Slovenia
VAT ID: SI80411215
Reg. No.: 1950142000

   IBAN:
SI56 0400 1004 8906 031, Nova KBM d.d.
LT14 3250 0807 3039 4972, Revolut Bank, UAB 


 




Customer Service

How can we help?





[email protected]





[email protected]





[email protected]




+386 41 803 495




+386 4 25 75 540




 




News


30. 11. 2023

Newsletters:  November 2023


 


 




Sign up for newsletters









* indicates required


Email *




Powered by Mailchimp
















 










 


 





 




	
COVID-19


	
About Us


	
Terms and Conditions


	
Guarantee


	
Delivery Terms


	
Return Policy


	
Privacy and Cookie Policy


	
Manufacturers and Brands


	Contact Us
	Site Map
	Login



 




Facebook
Skype

 
 





 




[image: payments]

 


Powered by MJaki@Pilot Shop 

Flight Accessories © 2024 



	[image: ]		 [image: ]	

 






Back to top





×
 






























